
Stations de soudage et dessoudag

Modular soldering and desoldering Stati

Ensembles modulables

Modular Units
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N Module de dessoudage VenturiSEM DVA
O GØrØe par la station DUAL DC SF
O Bo tier antistatique
O Indication de vide par vacuomŁtre
O Pour fer  dessouder 50 ou 100W
O AlimentØ par la station DUAL
O Alimentation air comprimØ : 3  8 bars
O Dimensions : l=123mm    h= 67mm   p= 125mm

N SEM DVA desoldering Venturi Unit
O Controled by DUAL DC SF Station
O ESD Case
O Vacuum-meter
O Desoldering I ron 50 or 100W
O Supplied by the Station
O Compressed Air : 3  8 bars
O Dimensions mm: l=123  h= 67  p=
125

N Fer  dessouder 4801 - 50W
O Ergonomique
O Bouton de commande incorporØ
O SystŁme d aspiration imbouchable
O PrØcis (faible distance entre la main et l extrØmitØ de la buse)
O Utilisation et entretien aisØs
O Puissance 50W (24V) - poids 110g - longueur 210mm(hors

buse)† 

O RØsistance  panne/point de masse  < 2 Ohms
O Tension de fuite  la panne  < 2mV rms
O Panne du fer reliØe  la masse
O Cordon incombustible et antistatique

N Fer  dessouder 24701 - 100W

O Puissance 100W (24V) - poids 120g - longueur 220mm(hors

buse)

O Autres caractØristiques identiques au fer 4801 - 50W

N Ensembles complets de soudage/dessoudage
programmable

O DUAL DPA 50 1 Fer  dessouder 50W + 1 Fer 50W
O DUAL DPA 50 M 1 Fer  dessouder 50W + 1 M icrofer
40W
O DUAL DPA 1001 Fer  dessouder 100W + 1 Fer 50W
O DUAL DPA 100 M 1 Fer  dessouder 100W + 1 M icrofer
40W
O DUAL DVA 50 1 Fer  dessouder 50W + 1 Fer 50W

N 4801 - 50W Desoldering Iron

O Ergonomic
O mini push button for control
O no blocking up vacuuming system
O accurate thanks to the short lenght
between nozzle and hand
O easy use and maintenance
O Power 50W (24V) - weight 110g - llenght 210mm (w/o
nozzle)† 
O earth - nozzle resistance  < 2 Ohms
O leakage voltage  < 2mV rms
O nozzle connected to earth
O no flammable ESD Cord

N 24701 - 100W Desoldering Iron

O Power 100W (24V) - weight 120g - lenght 220mm (w/o
nozzle)
O see above 50W Iron for other Data

N Complete sold./desoldering programmable Set

O DUAL DPA 50 1 50W des.Iron+ 1 50W sold Iron
O DUAL DPA 50 M 1 50W des.Iron+ 1 40W micro-Iron
O DUAL DPA 100 1 100W des.Iron+ 1 50W sold Iron
O DUAL DPA 100 M 1 100W des.Iron+ 1 40W micro-
Iron
O DUAL DVA 50 1  50W + 1  50W
O DUAL DVA 50 M 1  50W + 1 40W micro-Iron

N Pannes / buses pour QFP - SO - PLCC(longue
durØe) 

Pour fer  dessouder24701 100W
O Nombreux modŁles de pannes/buses standards (modŁles

N special Tips for QFP - SO - PLCC  (long Life)

For 24701 100W Desoldering Iron
O Several standards types (ask for special) 

N Buses haut rendement  

Pour fer  dessouder(RØf.4801) 50W  et 100W(RØf.24701)

O Nombreux modŁles de buses standards 4 et 6 (modŁles  
spØciaux sur demande)

N heigh thermal transfer  nozzle

Dia 4 for 480150W and dia 6 for 24701 100W desolder
Iron
Internal diameter from0.6 to 1.8 and 0.7 to 2.5 mm

long life  nozzle

QFP    SO  PLCC

Buses

4801

SEM DVA
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N Microfer pour travaux de prØcision 1601

O Pour CMS, microØlectronique
O Puissance 40W (24V) - poids 25g -  longueur 180mm 
O PrØcis (40 mm entre la main et la sortie de la panne
O RØsistance  panne/point de masse  < 2 Ohms
O Tension de fuite  la panne  < 2mV rms
O Panne du fer reliØe  la masse
O Stabilisation de la tempØrature au repos : < 5 C
O RØgulation de la tempØrature de 50  450 C 
O Cordon incombustible et antistatique

N Micro Iron for precise Work and SMD  1601

O for SMD, microelecrtronics
O 40W Power (24V) -  25g  weight -  180mm lenght
O accurate (40 mm between hand and tip)
O earth - tip resistance  < 2 Ohms
O leakage voltage  < 2mV rms
O tip connected to earth
O steady state temperature ripple < 5 C
O temperature control from 50 to 450 C 
O non flammable ESD Cord

N Fer pour composants traditionnels  2501A

O Puissance  50W  (24V) - Poids 50g - longueur 205mm
O RØsistance  panne/point de masse  < 2 Ohms
O Tension de fuite  la panne  < 2mV rms
O Panne du fer reliØe  la masse
O Stabilisation de la tempØrature au repos : fluctuati
O RØgulation de la tempØrature de 50  450 C 
O Cordon incombustible et antistatique

N Soldering Iron for standard components
2501A

O 50W Power 24V -  50g weight- 205mm lenght
O earth - tip resistance   < 2 Ohms
O leakage voltage  < 2mV rms
O tip connected to earth
O steady state temperature ripple  <5 C
O temperature control from 50 to 450 C 

N Panne pour microfer  (RØf. 1601A)  40W et pour fer  (RØf. 2501A) 50W

N Tips for 40W micro-Iron and 50W soldering Iron

CONFORME AUX NORMES
EUROPEENNES 

FTM TECHNOLOGIES
78 Rue R.Poincaré 92000 NANTERRE FRANCE
Tél. 33 (0)1 40 86 00 09   Fax. 33 (0)1 40 86 16 45
Web site : www.ftm-technologies.com
Email : info@ftm-technologies.com

Premier fabricant français pour l’industrie électronique

French leading Manufacturer for Electronic Industry

0
3
/
2
0
0
3
 
-
 
C
o
m
p
t
e
 
t
e
n
u
 
d
e
 
n
o
s
 
e
f
f
o
r
t
s
 
c
o
n
s
t
a
n
t
s
 
p
o
u
r
 
a
m
Ø
l
i
o
r
e
r
 
n
o
s
 
p
r
o
d
u
i
t
s
,
 
l
e
s
 
c
a
r
a
c
t
Ø
r
i
s
t
i
q
u
e
s
 
e
t
 
l

a
p
p
a
r
e
n
c
e
 
d
e
 
n
o
s
 
p
r
o
d
u
i
t
s
 
p
e
u
v
e
n
t
 
c
h
a
n
g
e
r
 
s
a
n
s
 
p
r
Ø
a
v
i
s
.

O
n
 
a
c
c
o
u
n
t
 
o
f
 
t
h
e
 
c
o
n
t
i
n
o
u
s
 
e
f
f
o
r
t
s
 
t
o
 
i
m
p
r
o
v
e
 
o
u
r
 
p
r
o
d
u
c
t
s
,
 
t
h
e
 
r
i
g
h
t
 
i
s
 
r
e
s
e
r
v
e
d
 
t
o
 
m
a
k
e
 
d
e
s
i
g
n
 
o
r
 
s
p
e
c
i
f
i
c
a
t
i
o
n
s
 
c
h
a
n
g
e
 
w
i
t
h
o
u
t
 
n
o
t
i
c
e

Tournevis
Screwdriver Tournevis

Screwdriver

A rØserve d Øtain pour CMS
A rØserve d Øtain pour CMS

Aiguille
Aiguille

C nique
Tournevis

C nique
Tournevis

40W 50W

C nique sifflet
C nique sifflet


